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Entr®e d'air de 
combustion

Hauteur foy¯re/sol :
Standard : 163,5mm

Avec support de pied seul : 245
Avec pieds r®glables : de 285 ¨ 375

Engagement maximum de
l'habillage sous la corni¯re
de recouvrement de 20mm.
Lame d'air de 5mm entre
l'appareil et le soubassement.
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Convection air 
outlet Ø125 Flue outlet Ø177

Door 
protection box

Convection air inlets: 
- on the sides
- on the back

(Removable protective caps)

Door handle

Draft damper 
control

Log holder n°7

Door locking
mecanism

Combustion 
air inlet 
control

Surround 
limit

Convection 
air inlets

Adjustable 
leg support

Combustion air inlet 
connectable in Ø125

(to be secured with washer 
6x24 and nut M6)

Technical sheet 1/2

Air supplyFeatures
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: Wood

Nominal heat output  
Efficiency
Flue gas temperature 
Flue gas volume 
CO emissions (13% O2)
Dust (13% O2)
OGC (13% O2 )
NOx (13% O2)
Mean CO2 content

Energy efficiency index 

Authorized combustible 
Recommended draught conditions 
Total weight

- Requirement for external fresh air inlet
Minimum of 120 cm² of air passage cross-section for the
operation of the fireplace.
Combustion air inlet connectable in Ø 125.
Warning ! the Ø of the combustion air inlet duct must be
provided to compensate for the pressure losses due to the
air circuit.

- Internal convection air inlet
Minimum of 680 cm² for the cross section area

- Convection air outlet
6 outlets Ø 125 male (cannot be blocked)
Minimum of 735 cm² for the cross section area

Flue pipe convection
Ø177 male (cannot be reduced)

Hood limiter

Adjustable 
leg support



Door width 

 Surround width 

Face view

.
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. .
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Side view

.

.

View on top

Combustion 
air inlet
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Vertical cross section
 

Height of the bottom plate: 
Standard: 163.5mm 

With leg support alone: 245 
With adjustable legs: from 285 to 375

Maximum overlap under the 
front corner cover of 20mm. 
5mm space between insert 
and foundation.

Technical sheet 2/2

According to standard: 

UK

Test report n°
Notified body:

 

G
en

er
al

 to
le

ra
nc

e:

Jßtul France SAS


	ATF16_9_800_DT_FR_122021.pdf
	ATF16_9_800_DT_UK_122021.pdf



